20001125.ba v03_n044.bam.20001125 


>From ???@??? Sat Nov 25 16:33:43 2000 -0600 
Date: Sat, 25 Nov 2000 16:31:02 CST 
From: Old Tube Radios <boatanchors@theporch. com> 


To: 


Old Tube Radios <boatanchors@theporch.com> 


Subject: BOATANCHORS digest 3044 
Message-Id: <20001125233614.2E1665E65@devel43.theporch. com> 


BOATANCHORS Digest 3044 


Topics covered in this issue include: 


1) 
2) 
3) 
4) 
5) 
6) 
7) 
8) 
9) 
10) 
11) 
12) 
13) 
14) 
15) 
16) 
17) 


18) 


Re: The Globe vs GFI's 

by "Richard Brunner" <rbrunner@gis.net> 
GFI's & Shock 

by "w2tu" <w2tu@email.msn.com> 

Re: Repair of Hickok Tube Tester Meters? 
by "A.B. Bonds" <ab@vuse.vanderbilt.edu> 
Problem with AF-67 Audio 

by thompson@mindspring.com 

FS: 2 Mtr AM XMTR 

by "Richard W. Solomon" <wiksz@tiac.net> 
Marconi CSR-2 Receiver Discovered 

by Jerry Proc <jproc@idirect.com> 

Re: Problem with AF-67 Audio 

by "russ dworakowski" <wb3fau@hotmail .com> 
Re: Which new TV's most resistant to (Boatanchor) TVI? 
by "russ dworakowski" <wb3fau@hotmail .com> 
Re: When is a 12SQ7 not a 12SQ7? 

by "russ dworakowski" <wb3fau@hotmail .com> 
Predicta TVs for sale 

by KA6UUP@aol.com 

Re: Problem with AF-67 Audio 

by Arden Allen <gumbear@pacbell.net> 

Was QCWA needs... now O Tempora, o mores 
by polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
FM BROADCAST BANDPASS FILTER 

by JOHN.SEHRING@ecunet.org 

REPLACEMENT CORDS UL STUFF 

by JOHN.SEHRING@ecunet.org 

Radio Blackout??? 

by "Sandy Blaize" <ebjr@i-55.com> 
ADMINISTRIVIA: A Few Does and Donts 

by listown@nanniandjack.com (Mail List Owner) 
Re: Radio Blackout??? 

by WOEOM@aol.com 

Re: Radio Blackout??? 


by "Bill Marx" <bmarx@bellsouth.net> 
19) Re: Radio Blackout??? 

by "anchor" <anchor@ec.rr.com> 
20) Re: Was QCWA needs... now O Tempora, o mores 

by "Sandy Blaize" <ebjr@i-55.com> 
21) Solar Storm Altert 

by Robert Lawson <w4rl@bellsouth.net> 
22) RE: AF-67 mod problem 

by thompson@mindspring.com 
23) Re: Radio Blackout??? 

by Dick Dillman <ddillman@igc.org> 
24) Re: Radio Blackout??? 

by David Jordan <wa3gin@erols.com> 


Message-ID: <0Q00b01c0561£$47£223c0$4a1c29d8@tneltcds> 
From: "Richard Brunner" <rbrunner@gis.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: <boatanchors@theporch.com> 
Subject: Re: The Globe vs GFI's 
Date: Fri, 24 Nov 2000 09:02:12 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Re: Ground-fault protection levels. 


"Pardon, but the level MAY be set by standards from the Underwriters Lab 
here in Illinois." 


If someone can look at ANSI/UL-943 "Ground-Fault Circuit Protectors," and 
UL-1436 "GFCI Testers," we can resolve this controversy. Searching the Web, 
in vendor information, I found 6 Ma referenced to UL-943, and 10 Ma and 30 
Ma referenced to IEC-884 & 1008, and BS-1363 & 7288. Different levels of 
protection for different purposes, or different philosophy, etc... (IEC - 
International Electrotechnical Commission, BS - British Standard) 


Richard Brunner, AA1P, rbrunner@gis.net 


Message-ID: <002b01c05627$764dd720$cb58143f@default> 
From: "“w2tu" <w2tu@email.msn.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: GFI's & Shock 

Date: Fri, 24 Nov 2000 10:01:36 -0500 


Hi Arden et all: 


As Arden mentioned a current of under 10 ma through the heart will be a 
problem. My reading looks at 5 ma. as a dangerous level. That is why most 
GFI's are set to trip at under that amount. 

One other thing that enters into the equation is time of exposure. The 
amount of time a person is subjected to the current is a major factor. A 
person can generally stand a shock of 20 ma for one second under normal 
conditions. The Medics "defilibrator" uses this to start the heart. Also, 
don't forget, any pacemaker or ather device will be affected by very low 
(0.5ma) current flow. 

Frequencies between 10-100 Hz. are the most severe shock dangers. The 
higher the frequency the less the shock hazard. 

Just remember the old adage of keeping one hand behind your back when 
testing. This lessens the danger of a fatal current path through the heart 
area. I have worked with fellow electricians who have contacted very high 
voltages and have been burnt badly but lived because the current path was 
not through the heart muscle area. 

One last warning for our YL experimenters. Men are more capable of 
letting go at higher levels of current flow than women. The quicker you let 
go the less chance of vent fib! Watch it Ladies! 


tnx for reading 


Paul B. W2TU/NNNOGNB 


Message-Id: <1.5.4.32.20001124163455 .0097cde8@mailhost.vuse. vanderbilt. edu> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Fri, 24 Nov 2000 10:34:55 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A.B. Bonds" <ab@vuse. vanderbilt. edu> 

Subject: Re: Repair of Hickok Tube Tester Meters? 


At 05:28 PM 11/23/00 EST, you wrote: 

>Is there anyone out there that repairs meters for Hickok Tube Testers? 

>I have a 6000 and a 605A that has problems with the meters 

> 

Regrettably I must advise that if the magnets are bad, you are out of luck. 
I had just such a meter some time ago that had good bearings and spring, but 
read about 50% low because of a weak magnet. I was informed by several 
meter repair places (including the high-class outfit in Livermore CA) that 
in their experience those magnets will not hold a recharge. I fortunately 
was able to find another meter and then sold the original to someone who 
needed the bearings/spring. 


73 A. B. Bonds 


From: thompson@mindspring.com 

Message-ID: <0Q00701c0563e$a0866fe0$898056d1@default> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Problem with AF-67 Audio 

Date: Fri, 24 Nov 2000 12:47:33 -0500 


Bob Peters K1JNN/5 message about his problems with 32V audio reminded me 
about the same problem I am having with one of my AF-67's. After several 
QSOs recently on 29Mcs AM one ham told me my audio was very low. Carrier 
was S9 but 25 or 30% modulation. 

I checked in my trusty Gonset monitor and then my old RCA scope. So off 
came the cover and the audio driver and modulators were checked. No problem 
there and the bias battery is OK (checks at just over 22V). The audio 
sounded fine in the monitor and looked good on the scope so back to 10 after 
getting the cover on. On the first QSO the ham said the audio dropped 
during the QSO. Out of the cabinet 

it works OK, in the cabinet its wimpy audio. There are no shorts etc that 
I can find. 


I then checked the mic (fine on the Rice box) and put my Shure 444 on the 
AF-67 with the same results. Any ideas???? 


73 and best of Thanksgiving greetings to all 
Dave K4JRB 
thompson@mindspring.com 


From: "Richard W. Solomon" <wiksz@tiac.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FS: 2 Mtr AM XMTR 
Date: Fri, 24 Nov 2000 16:38:40 -0500 
Message-ID: <LOBBJFMMJJCIMDIAGBILMEBCFFAA.wiksz@tiac.net> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I picked this up several months ago and I will never get to it, so if 
anyone wants it: 

ERCO Radio Labs. Model #425T, looks like late 50's - early 60's. 

Xtal Controlled: 5763 - 6360 - 6360 - 6252 - 6252 RF Lineup 

RF Driver and Final are Silver-Plated Tuned Lines. 

HB 12AT7 Clip-Preamp - 12BH7 - PP 1635 Plate Modulator 

Driver XFMR UTC S-8, Mod XFMR UTC S-19 

Size: 7 x 11 x 17.5d 

$30 plus packing & shipping from 02421 


Pick-up better, packing & shipping may approach acquisition cost. 


73, Dick, W1KSZ 


Message-ID: <3A1EF148.8E47E47C@idirect.com> 
Date: Fri, 24 Nov 2000 17:52:57 -0500 

From: Jerry Proc <jproc@idirect.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Marconi CSR-2 Receiver Discovered 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi Folks, 


A new boatanchor (at least to me) has been discovered. It's the Marconi 
CSR2 receiver. The collector is Ben, WB8HUR in San Diego. He has taken a 
bunch of photos and posted them to his web page. 


http: //members.cts.com/sd/b/bwallace/ (Photos MCV001.jpg to 
MVC015. jpg) 


Note the front panel meter which not common for the receivers of that 
era. 


Enjoy! 


Regards, 

Jerry Proc VE3FAB jproc@idirect.com 

http: //webhome. idirect.com/~jproc/ve3fab 

HMCS HAIDA Historic Naval Ship, Toronto Ontario 


From: "russ dworakowski" <wb3fau@hotmail .com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Problem with AF-67 Audio 

Date: Fri, 24 Nov 2000 19:20:36 -0500 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <LAW2-F88LkqrroWKtXz00002d05@hotmail . com> 


A clue- leave the cabinet off and try a QSO. Something 
getting hot and crapping out? Tough to find. Russ. 


>From: thompson@mindspring.com 

>Reply-To: thompson@mindspring.com 

>To: Old Tube Radios <boatanchors@theporch.com> 
>Subject: Problem with AF-67 Audio 

>Date: Fri, 24 Nov 2000 12:47:33 -0500 


> 
>Bob Peters K1JNN/5 message about his problems with 32V audio reminded me 
>about the same problem I am having with one of my AF-67's. After several 


>QSOs recently on 29Mcs AM one ham told me my audio was very low. Carrier 
>was S9 but 25 or 30% modulation. 

>I checked in my trusty Gonset monitor and then my old RCA scope. So off 
>came the cover and the audio driver and modulators were checked. No 
>problem 

>there and the bias battery is OK (checks at just over 22V). The audio 
>sounded fine in the monitor and looked good on the scope so back to 10 
>after 

>getting the cover on. On the first QSO the ham said the audio dropped 
>during the QSO. Out of the cabinet 


>it works OK, in the cabinet its wimpy audio. There are no shorts etc that 
>I can find. 

> 

>I then checked the mic (fine on the Rice box) and put my Shure 444 on the 
>AF-67 with the same results. Any ideas???? 

> 


>73 and best of Thanksgiving greetings to all 
>Dave K4JRB 
>thompson@mindspring.com 


Get more from the Web. FREE MSN Explorer download : http://explorer.msn.com 


From: "russ dworakowski" <wb3fau@hotmail.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Which new TV's most resistant to (Boatanchor) TVI? 
Date: Fri, 24 Nov 2000 19:44:46 -0500 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <LAW2-F153wlSe9F6EBSO0002cad@hotmail . com> 


When I run 100 watts out of my BW-5100, thru the built in low pass filter 
works FB. Now when I run my T-368F 

military rig-400 plus watts- that does a number on 

my 27 Toshiba. Good luck- Russ 


>From: Leslie Zwiebel <wb6orz@pacbell.net> 

>Reply-To: wb6orz@pacbell.net 

>To: Old Tube Radios <boatanchors@theporch.com> 

>Subject: Which new TV's most resistant to (Boatanchor) TVI? 
>Date: Mon, 20 Nov 2000 14:23:48 -0800 


> 

> TV is on cable. All other TVI-reduction methods have been tried. Our 
>22 year-old Proton is tired anyway.. 

> Ranger on AM and KWM-2 on SSB both get in to the Proton. A newer TV 
>inserted in place is immune to TVI. 

> I need a 27" ox 32". Would appreciate opinions/experiences. 

> Thanks and Happy Thanksgiving. 

> (((((73))))) 

> Les 

> 


Get more from the Web. FREE MSN Explorer download : http://explorer.msn.com 


From: “russ dworakowski" <wb3fau@hotmail.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: When is a 12SQ7 not a 12SQ7? 

Date: Fri, 24 Nov 2000 20:05:38 -0500 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <LAW2-F212TaGmvSVMum00002cbO0@hotmail . com> 


The BFOs in all these cheaper Hallic- rxs are squirrely 
at best-example is the gimmick coupling cap in a S4Ob. 
It works but don't let the wind blow on it. Russ 


>From: Arden Allen <gumbear@pacbell.net> 
>Reply-To: gumbear@pacbell.net 

>To: Old Tube Radios <boatanchors@theporch.com> 
>Subject: Re: When is a 12SQ7 not a 12SQ7? 
>Date: Sun, 19 Nov 2000 19:30:47 -0800 


The short answer is: When it is a 12SQ7GT. 


Works like this. I got some very fine suggestions from you good folks 
regarding the moribund BFO oscillator on my S-38. (Incidentally, Gary, 
since the cathode is grounded one of the diodes is used as a 
not-very-effective noise limiter and the other is unused.) Regrettably, 


VV VV VV 


> > none really worked. I was nosing around to try to improve the 
>performance, 

> > which was pretty cruddy, and found only 16 v on the detector/preamp 
>plate 

> > (instead of 60 or so). This tube is also a 12SQ7 and the triode is an 
>audio 

> > preamplifier. I thought the 220k plate resistor might be suspicious, 
>but 

> > replacement yielded no joy. The grid was biased at about -0.5 v, where 
>it 

> > oughta be. Hmm, thinks I, this toob is drawing way too much current. 
>Gassy? 

> > But my stalwart Hickok 600A sez, "Oh, no, both toobs are FB." Whatever 
>the 

> > cause, both 12SQ7's that came in the set were Hytron 12SQ7GT's. I 
>crammed 

> > in some old cruddy metal ones and voila! The set comes alive. Triode 
> > voltage is 64, and the BFO oscillates. But the S38 still has some IF 

> > oscillation on the high end of band 2, go figure. 

> 

>I don't buy it. Sure, we know a 12SQ7 (metal) has the steel can tied to 
>pin 1 and it should be grounded while the 'GT is not shielded. That 
>conceivably could be the reason the BFO don't work right without the 
>additional capacitance of the metal tube. But you haven't given us the 
>whole story. Why 16 volts Eb on the metal and 64 volts Eb on the glass? 
>What does your scope tell you is going on? Inquiring gremlin hunters would 
>like to know! 

> 

>Arden Allen  KB6NAX Vallejo, CA gumbear@pacbell.net 


Get more from the Web. FREE MSN Explorer download : http://explorer.msn.com 


From: KA6UUP@aol.com 

Message-ID: <64.8aab25f.27507090@aol . com> 
Date: Fri, 24 Nov 2000 20:32:00 EST 

Subject: Predicta TVs for sale 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


For Sale 


2 predicta TVs 


1) Holiday 21" table model. (Blond Mahagony) 
Missing the antenna annd the cover on one picture tube swivel... May not have 
original knobs. 

Picture tube is good and the mask etc is in very good condx. Some pitting of 
the gold plated parts. 
It has a small cigarette burn on the top front edge. 
It works. The picture is full width but about 2-3' high so the horizonal 
sweep is working but the vertical 

needs help. So it needs recaping 


$375.00 Pick up only in Stockton, Ca. 


2) Debutante 17" table model. (Grey) 

Very good condx. It is complete, with knobs antenna, back etc. Some very 
small rust spots on the cabinet 

but a good cleaning with chrome wheel cleaner should get rid of it. some 
pitting on gold plated parts 

Operating condx is as the 21" model. It needs recapping. 


$375 pick-up only in Stockton Ca. 


Chuck Bennett KA6UUP 
1501 Argonne Dr. 
Stockton Ca. 95203 
209-465-6542 


Date: Fri, 24 Nov 2000 18:59:34 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Problem with AF-67 Audio 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QG4KOOMN486UA5@mta6.snf£c21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi Dave; 


> Bob Peters K1JNN/5 message about his problems with 32V audio reminded me 
> about the same problem I am having with one of my AF-67's. After 
several 

> QSOs recently on 29Mcs AM one ham told me my audio was very low. Carrier 
> was S9 but 25 or 30% modulation. 

> I checked in my trusty Gonset monitor and then my old RCA scope. So off 
> came the cover and the audio driver and modulators were checked. No 
problem 

> there and the bias battery is OK (checks at just over 22V). The audio 


> sounded fine in the monitor and looked good on the scope so back to 10 
after 

> getting the cover on. On the first QSO the ham said the audio dropped 
> during the QSO. Out of the cabinet 

> it works OK, in the cabinet its wimpy audio. There are no shorts etc 
that 

> I can find. 


You have and intermettent problem that may be temperature related. Case on 
= hot. Case off = not so hot. Talk to your dummy load, case on, while 
watching the scope. Let rig cool off. Repeat several times until you are 
sure of the mode of occurance. Repeat cycle(s) with case off. You get the 
idea. Let us know what you find. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Date: Sat, 25 Nov 2000 09:12:33 -0500 

From: polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
Message-Id: <200011251412 . JAA23273@aa4rm.ba-watch.org.> 
To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Subject: Was QCWA needs... now O Tempora, o mores 


Sandy, hi 
This started as a personal note but I got philosohical & made it a APB 


We're CW operators & the "unwashed*" have never invaded our 
band-bottom hallowed turf. 


Until recently 


Tho cw is vanishing, button-baby digital mode's on the upswing & 
coming further & further across the CW allocations. 


Biggest problem is the amtor, etc. guys advertising nifty pix & bbs 
stuff on their interfaced power-user home computers. Whatta 
spectral wastexx - but then few of us are there to putz anyway 


Have thot of low data-rate digital speech via rtty-like things but 
that's a lotta trouble to comply with the letter of the law & shoot 
the bird at the spirit. 


Is fun to noodle tho - think of the arrl hue & cry. But then, it might 
be embraced for advertising revenue prospects... envision the family 
of new turbo low data-rate digital speech gizmos. 


So let the beat go on - hobby's just changing to licensed consumer sector 
hosings & that's that. 


Marty 


xlooking now @ fingernails dirtied fm cleaning a bug. 


xxappliance makers would do well by putting a ‘polite’ button on 
their things. If button mashed and testing, cq-ing, or advertising 
wanted, a freq with existing light use might be found & acty performed 
in the intended packet statistical-holdoff, shared-use manner. A 
'manner' designed in... but unknown or disunderstood by 
most adherants. 


mamma don't take my extra class away. 


Date: Sat, 25 Nov 2000 11:17:59 -0500 (EST) 
Message-Id: <200011251617 . eAPGHxw00971@ecunet.org> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FM BROADCAST BANDPASS FILTER 

From: JOHN.SEHRING@ecunet.org 


To: boatanchors@theporch.com 


I would be surprised if you had any probs from even strong TV sigs with BA 
FM tuners! Of course tv channel 6 would have best chance of causing 

front end trouble. If images, 88 to 108 MHz minus (2 x 10.7 MHz), whatever 
tv channel that winds up in. (Plus image not in any tv channel.) 


However, Channel Master makes nice stuff like that. You can install filter 
at back of rx rather than at antenna, makes no diff re sensitivity 
reduction (not so with antenna preamps). But of course even best filter 
will have some loss, that loss is added to system noise figure. 


-John Sehring (Tue, Nov 21, 2000, temporarily in Chicago IL) UCC WBOEQ 


Date: Sat, 25 Nov 2000 11:43:29 -0500 (EST) 
Message-Id: <200011251643 .eAPGhSO00749@ecunet . org> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: REPLACEMENT CORDS UL STUFF 

From: JOHN.SEHRING@ecunet.org 


To: boatanchors@theporch.com 


> The time I discovered utterly *crummyx connections in the stock 

> Tektronix outlet strip on the stock and not very old Tek ‘scope cart at 
> work was when I realized that it is generally *xalways* a good idea to 

> open these doohickeys up and make sure they have three real wires, and 
> then xsolderx the connections, cleaning and recrimping and adding wires 
> as needed in the process! (Sure did amazing fix of the “mystery hum" 

> that only showed up on the roll-around ‘scope..... ) 


Bet you that may have been a puzzler for someone (not you of course!). 


> As a general rule, insulation-displacing connection schemes for mains 
> power wiring of the 120VAC variety should be thought of as "single use." 


Excellent advice, it's throw-away stuff after 1st use. 


-John Sehring (Sat, Nov 25, 2000, temporarily in Chicago IL) UCC WBOEQ 


Message-Id: <200011251850.MAA27491@exit1.i-55.com> 
From: "Sandy Blaize" <ebjr@i-55.com> 

To: Old Tube Radios <boatanchors@theporch. com> 
Subject: Radio Blackout??? 

Date: Sat, 25 Nov 2000 12:55:38 -0600 
MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Hello All: 
Everything is dead here on HF. Sounds like a massive ionospheric 
disturbance! 
Even the SWBC stations are either barely in there or gone completely! 
This at 1300 CST. 
73% 


Sandy Blaize, W5TVW 
"In the heart of Pumpkin Center, LA" 


Message-Id: <200011251915.eAPJFONO8837@0sr506.nanniandjack. com> 
From: listown@nanniandjack.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ADMINISTRIVIA: A Few Does and Donts 

Date: Sat, 25 Nov 2000 11:15:00 -0800 (PST) 


Gang- 


Here are the real basics of how to keep me happy, the list noise-free, 
and everyone able to enjoy BoatAnchors... Simple, easy, workable... 


Do not send SPAM-type e-mail messages to the list. 

Do not send attachments (attached files) of *ANYx sort to the list. 
This includes HTML shortcuts, v-cards, GEDCOM files, zipped files, and 
*xANYx other type of attachment. 


Do not EVER forward virus warnings (which are 99%hoaxes) or send chain 
letters to the list. 


Do not use HTML or RTF (rich text format) in messages sent to the 
list. 


DO keep e-mail messages to the list on topic and appropriate. 
Do not post commercial messages. 


Please refrain from posting "Ebay" type auction notices. Refrain from 
"seen on EBAY" posts... 


DO be polite. 
Do not flame other members of the list. 


DO be considerate of the list members and list resources. 


DO have fun! 

73 

Jack, W4KH/Mobile - - - Mailing List Archiver/Owner - - - 
listown@nanniandjack.com - "Plus ca change, plus c'est la meme chose" 


"Tl n'y a que les idiots qui ne changent jamais d'idee" 
Sat Nov 25 11:15:00 PST 2000 


From: WOEOM@aol.com 

Message-ID: <b3.3a2b72a.275167e7@aol.com> 
Date: Sat, 25 Nov 2000 14:07:19 EST 

Subject: Re: Radio Blackout??? 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


five solar storms are predicted for the weekend. make notes! 


Message-ID: <0Q04901c05712$ec2bdfa0$d7c14ed8@mia.bellsouth.net> 


From: "Bill Marx" <bmarx@bellsouth.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Radio Blackout??? 
Date: Sat, 25 Nov 2000 14:07:11 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Ten Meter AM is alive and well. Lots of signals heard here in Florida. Does 
AM penetrate the ether better? That should start a long thread.... 
Bill Marx W2CQ 


Hello All: 

Everything is dead here on HF. Sounds like a massive ionospheric 
disturbance! 

Even the SWBC stations are either barely in there or gone completely! 
This at 1300 CST. 

73, 


Sandy Blaize, W5TVW 
"In the heart o£ Pumpkin Center, LA" 


VV VV VV VV VVWV 


Message-ID: <0@0cc01c05712$5b781c80$6401a8c0@Default> 
From: "anchor" <anchor@ec.rr.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Radio Blackout??? 
Date: Sat, 25 Nov 2000 14:03:11 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 8bit 


40 thru 10 OK hr rite now. Not super strong, but some S-9. 
On the coast of NC. 
73, 
Al, W8UT 
New Bern, NC 
BoatAnchors appreciated here 
anchor@coastalnet.com or anchor@ec.rr.com 
(both work now, coastalnet will go away soon) 


And remember; "-They don¥t make tubes nowadays like they used to..." 


Poss Original Message ----- 

From: "Sandy Blaize" <ebjr@i-55.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Saturday, November 25, 2000 1:55 PM 
Subject: Radio Blackout??? 


Hello All: 

Everything is dead here on HF. Sounds like a massive ionospheric 
disturbance! 

Even the SWBC stations are either barely in there or gone completely! 
This at 1300 CST. 

73, 


Sandy Blaize, W5TVW 
"In the heart of Pumpkin Center, LA" 


VVVV VV VV VV 


Message-Id: <200011251905 .NAAQ1079@exit1.i-55.com> 

From: "Sandy Blaize" <ebjr@i-55.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: <glowbugs@piobaire.mines.uidaho.edu>, 
"Boatanchors reflector" <boatanchors@theporch. com> 

Subject: Re: Was QCWA needs... now O Tempora, o mores 

Date: Sat, 25 Nov 2000 13:18:33 -0600 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 

Content-Transfer-Encoding: 7bit 


Tho cw is vanishing, button-baby digital mode's on the upswing & 
coming further & further across the CW allocations. 


Biggest problem is the amtor, etc. guys advertising nifty pix & bbs 
stuff on their interfaced power-user home computers. Whatta 
spectral wastexx - but then few of us are there to putz anyway 


VV VVV VV 


I am constantly battling the "digital" AMTOR and RTTY 
bunch about ‘not listening'! The bitch profusely about CW invading 
"their sub-band" (by the "gentlemen's aggrement") but seem to have 
no quams about working their way into CW territory! I am nearly 
always left with the impression that we, who still like and operate 
manual Morse telegraphy, are ‘dinosaurs’ who should be swept off 
the bands for the newer "gee whiz! "in" things of modern tecnology! 
I have no complaint about people working "modern modes", 
but I thinik they should leave us in peace in "our" gentlemen's agreement 
sub-band. We have enough troubles with interlopers, SWBC stations, 


and foreign (out of continental USA) SSB stations, who don't care 
whose CW QSO's they are jamming whilst operating "split" or 
"simplex" in USA CW territory. 

I appeal to all CW operators everywhere, that manual CW 
needs an exclusive sub-band devoid of digital modes of all 
persuations. 

Something to think about next WARC conference. 

(The scuttlebutt is that some of the "no-code" types want to 
have Morse banned from the amateur bands once and for all 
so the hated "Morse" test will not be needed!) 


73, 
Sandy Blaize, W5TVW 
"In the heart o£ Pumpkin Center, LA" 


Message-ID: <3A2003FF.F397B952@bellsouth.net> 
Date: Sat, 25 Nov 2000 13:25:03 -0500 

From: Robert Lawson <w4rl@bellsouth.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Solar Storm Altert 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


For the latest in simple terms (at least for me) go to: 
http: //www.spaceweather.com 


Supposed to hit the third rock from the sun later today. I'm going to go 
out and catch some rays after sunset. 


73 Robert W4RL 


From: thompson@mindspring.com 

Message-ID: <0Q04001c05725$6e651a60$a28056d1@default> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: AF-67 mod problem 

Date: Sat, 25 Nov 2000 16:19:43 -0500 


I have gotten several good ideas. Thanks. 


Dave K4JRB 


Message-Id: <3.0.5.32.20001125140539.007ad2cO@pop.igc.org> 
Date: Sat, 25 Nov 2000 14:05:39 -0800 


To: Old Tube Radios <boatanchors@theporch.com> 
From: Dick Dillman <ddillman@igc.org> 

Subject: Re: Radio Blackout??? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 12:55 PM 11/25/00 -0600, Sandy Blaize wrote: 


> Hello All: 

> Everything is dead here on HF. Sounds like a massive ionospheric 
>disturbance! 

>Even the SWBC stations are either barely in there or gone completely! 
> This at 1300 CST. 


A blackout for sure. I was merrily working on a HAL ST-6 and listening to 
the BBC on my AR-88 when pffft!, away they went. Dead on 40m. No 10Mc 
WWV. But 15 and 20Mc WWV were super strong and 15m was hopping. This at 
about 1030PST. 


Dick Dillman, W6AWO 
Member of the Maritime Radio Historical Society 
Collector of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


Message-ID: <3A203D27.2BF2831@erols.com> 

Date: Sat, 25 Nov 2000 17:28:55 -0500 

From: David Jordan <wa3gin@erols.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Radio Blackout??? 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Everything is working fine here...75-20m??? 


End of BOATANCHORS Digest 3044 
KKKKKKAKKKKKKKKKIEK KEKE KK 


